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ITEM ONE - LAVATORIES CONDITION INSPECTION

Panels: none
Zones: 200 (UPPER HALF FUSELAGE SIDE: LR)
References: none

PERF. JIC A320-25-40-00, Rev. 00 MECH INSP

DETAILED INSPECTION OF LAVATORIES INSIDE FOR: MECH INSP

DETAILED INSPECTION OF LAVATORIES INSIDE FOR: MECH INSP

DETAILED INSPECTION OF LAVATORIES INSIDE FOR: MECH INSP

DETAILED INSPECTION OF LAVATORIES INSIDE FOR: MECH INSP

DETAILED INSPECTION OF LAVATORIES INSIDE FOR: MECH INSP

PREPARED BY: 93869; 15.02.2017  
APPROVED BY: 11700; 16.02.2017

 
- CORRECT INSTALLATION AND CONDITION OF ALL SEALS BETWEEN PANELS AND DOOR

 
- RINSES CLOGGING AND MESH CONDITION

 
- FLOOR COVERING THRESHOLD INSTALLATION INCLUDING SCREWS

 
- ALL DOORS FOR CORRECT CLOSURE AND OPERATION

 
- SMOKE DETECTOR FILTERS FOR CLEANLINESS (WITHOUT DISASSEMBLY)

JIC: A320-25-40-00 / 00 Title: LAVATORIES CONDITION INSPECTION
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