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ITEM ONE - ENG#1 AIR INTAKE COWL INNER BARREL INSPECTION

Panels: none
Zones: none
References: WO: 503693205

PERF. JIC 43385, Rev. 0 MECH INSP
Background: ENG#1 air intake cowl inner barrel has dents (5EA) at 5-9 o`clock.
1) DIA 21MM, D=0.2MM, 192MM  FROM TRAILING EDGE PERFORATED PANEL, AT 5 
O`CLOCK; 
2) DIA 15MM, D=0.1MM, 320MM FROM LEADING EDGE PERFORATED PANEL, AT 6 
O`CLOCK; 
3) DIA 17MM, D=0.1MM, 224MM FROM TRAILING EDGE PERFORATED PANEL, AT 7 
O`CLOCK;
Damage chart item #52
4)DIA 6,0 MM, D=0.2MM, 135 MM FROM HONEYCOMB CORE EDGE, AT 8 O`CLOCK; 
5)DIA 6.0 MM, D=0,2MM, 245MM FROM LEADING EDGE PERFORMED, AT 9 O`CLOCK; 
Damage chart item #64
DIR opened.
 
PLEASE PERFORM VISUAL INSPECTION OF ENG#1 AIR INTAKE COWL 
INNER BARREL
Ref. AMM Task 71-11-00-210-001-A.
 
FINDINGS: YES [  ] / NO [  ]
In case of findings perform corrective actions before next flight.
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